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METAL ROOFING
PRODUCT DESCRIPTION

GDEK wetal Roofing is manufactured with the most advanced technology and it is
roll formed in standard 0.28mm ~ 0.48mm TCT. When used as wall cladding or fencing, the |
trapezoidal ribs can be run horizontally or vertically by virtue of its lightweight and great spanning |
capacity, roofing for new homes, homes extensions, carports, garages, covered patios, fencing and

fascia and facade work.

BENEFITS:

Cost Effective

Protection & Durability

Free Dented Problem

SECTIONAL DIMENSION:

PROFILE NO: GDEK760
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MATE RIAL- Top Painting
]

Primer Painting ——@
Materials used for GDEK have gone through
the stringent tests such as Tensile Strength,
UV(simulated), Cyclic Corrosion, QCT
Condensation Test, Gloss Uniformity, T Bend, Zinc Coating
Impact Resistance, and Optical Admission.

Passivation Film

c OAT I N G - Cold Rolled Steel Sheet

Different steels specification for painted and e Comtihg
unpainted also available on request. Total Passivation Film
Coated Thickness values are nominal only. Back Painting



SPECIFICATION DETAIL:

SUBSTRATE | ' 'STRENGTH | THICKNESS BT | THICKNESS-TCT | WIDTH COVER | PERSQUARE | DEEPOFRIB | "Sopg! | pREPANTED
(MPA) (MM) (M) (MM) (KG/M) (MM) (DEGREE) EnvioSeries
AZ 150 550 0.36 0.41 762 3.46 25 3 available
AZ 150 550 0.42 0.48 762 4.30 25 3 available
AZ 150 550 0.45 0.53 762 4.51 25 3 available
INSTALLATION:
Female Rib Male Rib FEMALE RIB MALE RIB
ACCESSORIES:
Accessories are available to match GDEK profile
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Ridge Capping Valley Gutter Wall Flashing Fascia Flashing Barge Capping Fascia Corner
RECOMMENDED MAXIMUM SUPPORT SPACING (MM)
WIDTH
BASE METAL | COVER ROOF (SPAN) WALL (SPAN) FREE
THI((:IcI(nP’lI)ESS (MM) CANTILEVER
Single End Internal Single End Internal
0.36 762 900 900 1250 1650 1900 1900 300
0.42 762 1100 1300 1900 2400 3000 3000 300
0.45 762 1600 1850 2600 2700 3000 3000 300
WARRANTY:

Warranty subject to application and eligibility criteria up for 25 years. There are various factors
that will determine whether a building is eligible for a warranty and the duration of any applicable warranty.
Such factors include, but are not limited to product selection, environmental influences, manufacturing
specifications and product specific requirements.
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